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GMDSS MF/HF Transceiver

GM800

  Distance Communication

   MF/HF Class A DSC Radio

• Meets MED “Wheel Mark” Requirements 

• Large and High Contrast 4.3 inch Color 

  TFT LCD with Day and Night Mode

• Intuitive User Interface 

• IPX7 Waterproof Construction (Controller Only)

Accessories (as supplied)

Order Code Description

Mounting Bracket

MB108 Mounting Bracket

Handset and Hand Microphone

HS98_17 Handset for GM800

HM214H Hand Microphone IPX7 Waterproof

External Speaker

SP24E_18 External Speaker 

Shielded Control Cable

OPC-1465 Shielded Control Cable - 10m use with AT141_45

AT141_45 Automatic Antenna Tuner

Programming Software

CS-GM800 Programming Software for GM800
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Hand Microphone (HS98_17), Mounting bracket kit (MB108) and DC power cable.

* Please Note: AT-141_45 MUST BE USED with GM800 for MED certification 

compliance.

• Reliable Performance for MF/HF Long 

• Satisfies the SOLAS Carriage Requirements for a 

Product Brochure Accessories Instruction Manual

http://www.icom-australia.com/products/marine/gm600/Marine_GM600_Brochure.pdf
http://www.icom-australia.com/products/marine/gm600/Marine_GM600-Accessories.pdf
http://www.icom-australia.com/products/marine/gm600/Marine_GM600-InstructionManual.pdf

